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Zertifikation gemäß CIE 
Segula Bulb klar E27 4,9W 
Datum 2013-10-08 15:39 
Verbrauch: 4,7 W 
Powerfactor: 0,744 

 

 
Results  

Farbkoordinaten 

 
Andere 

Correlated Color Temperature (CCT) = 2510 K 
Chromaticity Error = 0,007 

Color Peak = 601,88 nm 
Color Peak Value = 7,54 
Lambda2 = 124,05 nm 

Radiometric = 1041,54 mW 
Color Dominant = 583,9 nm 

 
Farbwiedergabeindex 

Ra = 71,1 
R1 = 67,4; R2 = 80,3; R3 = 92,0; R4 = 65,9; R5 = 63,9; R6 = 70,5; R7 = 81,0; R8 = 47,6; R9 = -17,6; R10 = 

53,9; R11 = 56,8; R12 = 38,6; R13 = 68,9; R14 = 94,8 

CIE 1931 2° observer CIE 1964 10° observer 

x = 0,4847 
y = 0,4278 
Y = 347,91 lm 

x = 0,4939 
y = 0,4186 
Y = 359,24 

X = 394,19 
Y = 347,91 
Z = 71,20 

X = 423,81 
Y = 359,24 
Z = 75,09 
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